
12-strand ropes produced from 
Dyneema and HMPE family of 
fibres are the choice of experts 
for both marine and industrial 
applications. The ropes are ideal 
where the environment demands 
high strength, low stretch and a 
lightweight solution.

Diameter for diameter, the 
elongation and the strength of 
Dyneema and HMPE are 
comparable to steel wire but 
with only 15% of the weight.

Widely used in applications such 
as vessel mooring, nets, winching, 
cable pulling, forestry, tugging & 
towing, commercial fishing, 
lifting as well as on yachts and 
superyachts. Excellent in salt water 
and offer great abrasion qualities 
as well as being resistant to acids, 
alkalis and other chemicals.

12-strand ropes are produced as 
standard in diameters as high as 
70mm with larger diameters 
being available upon request.

DATA S H E E T

01684 212 872
info@islandropes.co.uk

www.islandropes.co.uk
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12-Strand

Melting
Point

Elongation
at break

5mm

Floats

6mm

8mm

9mm

10mm

11mm

12mm

14mm

16mm

16mm Xtra

18mm

20mm

22mm

24mm

26mm

30mm

36mm

46mm

28mm

32mm

40mm

34mm

38mm

44mm

48mm

52mm

60mm

70mm

56mm

64mm

72mm

Dyneema
Noveni
(SK99)

140°C

3,212 kgs

Yes

4,293 kgs

7,526 kgs

9,137 kgs

10,748 kgs

13,430 kgs

16,112 kgs

22,566 kgs

25,789 kgs

n/a

32,753 kgs

41,543 kgs

48,477 kgs

58,868 kgs

64,303 kgs

85,371 kgs

111,751 kgs

n/a

80,833 kgs

88,144 kgs

127,872 kgs

99,891 kgs

124,171 kgs

n/a

n/a

n/a

n/a

n/a

3%

n/a

n/a

n/a

Dyneema
HS

140°C

3,396 kgs

Yes

4,303 kgs

8,545 kgs

n/a

11,400 kgs

12,000 kgs

19,884 kgs

22,597 kgs

28,950 kgs

n/a

42,838 kgs

52,026 kgs

56,655 kgs

68,739 kgs

75,449 kgs

92,345 kgs

124,630 kgs

203,943 kgs

83,841 kgs

104,235 kgs

169,956 kgs

116,135 kgs

148,542 kgs

195,979 kgs

229,151 kgs

264,953 kgs

331,653 kgs

n/a

3%

300,755 kgs

373,114 kgs

n/a

Dyneema
ISO

140°C

2,804 kgs

Yes

4,079 kgs

7,240 kgs

n/a

10,880 kgs

n/a

16,203 kgs

21,526 kgs

n/a

28,328 kgs

32,855 kgs

39,659 kgs

107,641 kgs

162,023 kgs

46,458 kgs

55,513 kgs

73,644 kgs

80,445 kgs

64,579 kgs

89,511 kgs

129,167 kgs

98,576 kgs

118,970 kgs

154,089 kgs

179,021 kgs

210,745 kgs

278,719 kgs

on request

3%

243,600 kgs

314,980 kgs

403,359 kgs

Dyneema
Standard

140°C

2,712 kgs

Yes

3,610 kgs

6,332 kgs

n/a

9,035 kgs

10,600 kgs

13,542 kgs

18,977 kgs

21,700 kgs

n/a

27,532 kgs

34,956 kgs

40,789 kgs

49,517 kgs

54,045 kgs

71,829 kgs

94,038 kgs

151,601 kgs

65,435 kgs

74,103 kgs

107,682 kgs

84,065 kgs

104,521 kgs

136,397 kgs 

157,444 kgs

186,945 kgs

252,094 kgs

On request

3%

218,107 kgs

286,092 kgs

355,198 kgs

HMPE
Ultra

140°C

n/a

Yes

4,211 kgs

n/a

n/a

10,809 kgs

n/a

16,519 kgs

22,026 kgs

n/a

27,532 kgs

35,995 kgs

42,012 kgs

50,169 kgs

57,817 kgs

59,200 kgs

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

3%

n/a

n/a

n/a

HMPE
Standard

140°C

2,600 kgs

Yes

3,000 kgs

5,000 kgs

7,300 kgs

8,000 kgs

10,600 kgs

12,100 kgs

14,200 kgs

16,200 kgs

23,900 kgs

31,400 kgs

41,000 kgs

44,400 kgs

48,700 kgs

59,200 kgs

80,862 kgs

101,970 kgs

n/a

73,826 kgs

88,306 kgs

120,000 kgs

On request

On request

133,756 kgs

154,444 kgs

n/a

n/a

n/a

3%

n/a

n/a

n/a

HMPE
TexStrong

140°C

2,447 kgs

Yes

3,671 kgs

6,526 kgs

n/a kgs

9,789 kgs

10,600 kgs

14,582 kgs

19,375 kgs

n/a

25,493 kgs

29,572 kgs

35,690 kgs

41,808 kgs

49,966 kgs

58,124 kgs

72,400 kgs

96,873 kgs

145,819 kgs

66,282 kgs

80,558 kgs

116,248 kgs

88,715 kgs

107,070 kgs

138,681 kgs

161,115 kgs

189,667 kgs

250,850 kgs

n/a

3%

219,239 kgs

283,481 kgs

363,019 kgs


